
Components & Dimensions

TROLLEY E
Low voltage electrical motor to lift and 
lower monitor. Display submerges into 
desktop when not in use.  Intelligent 
Motion Technology™ provides operational 
intuition. Tamper guard security hardware.  
Provides vertical tilt adjustment in “up” 
position. Access doors automtically open 
and close. Secure to worksurface with 
supplied locking clips. 

 Dimensions are for underneath side of worksurface. Product speci�cations are subject to change without notice. Dimensions are nominal.

KEYBOARD DRAWER
Textured black thermoformed ABS
keyboard drawer features soft radius
edges. Five positive inward and outward
stop locations. Outward locking tabs 
prevent accidental removal of keyboard 
drawer.
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Keyboard size
Dimension A
Min. Kneespace Width

Dimension B
Keyboard drill pattern

35 1⁄2” (899mm)

25 7⁄8” (657mm)24”
29 1⁄2” (747mm)28”
31 1⁄2” (798mm)30”

34” 32 1⁄8” (816mm)

22 19⁄32” (574mm)
26 3⁄16” (664mm)
28 3⁄16” (715mm)

Worksurface footprint: 24 5⁄8” W x 8 3⁄8” D
Worksurface cut-out: 24 1⁄8” W x 7 7⁄8” D

Min. worksurface depth:  24”

Maximum Dimensions for Flat Panel Display:  
2 ½” D x 18 7⁄8” W x 14 ½” H
Fits most widescreen monitors up to 20” 
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See E Cutout & Keyboard Template
for complete drill pattern

Secure
using supplied
locking clips.

The Trolley™ E Retrofit Kits



Components & Dimensions

TROLLEY EXL
Low voltage electrical motor to lift and 
lower monitor. Display submerges into 
desktop when not in use.  Intelligent 
Motion Technology™ provides operational 
intuition. Tamper guard security hardware.  
Provides vertical tilt adjustment in “up” 
position. Access doors automtically open 
and close. Secure to worksurface with 
supplied locking clips. 

 Dimensions are for underneath side of worksurface. Product speci�cations are subject to change without notice. Dimensions are nominal.

KEYBOARD DRAWER
Textured black thermoformed ABS
keyboard drawer features soft radius
edges. Five positive inward and outward
stop locations. Outward locking tabs 
prevent accidental removal of keyboard 
drawer.
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Keyboard drawer pulls out
10” (254mm) from edge of worksurface.

1st stop at 7 9/16” (192mm) 

See Keyboard Mounting Template
for complete drill pattern
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See EXL Cutout & Keyboard Template
for complete drill pattern

Keyboard size
Dimension A
Min. Kneespace Width

Dimension B
Keyboard drill pattern

35 1⁄2” (899mm)

29 1⁄2” (747mm)28”
31 1⁄2” (798mm)30” 

34” 32 1⁄8” (816mm)

26 3⁄16” (664mm)
28 3⁄16” (715mm)

Worksurface footprint: 28 5⁄8” W x 8 3⁄8” D
Worksurface cut-out: 28 1⁄8” W x 7 7⁄8” D

Min. work surface depth:  24”

Maximum Dimensions for Flat Panel Display:  
2 ½” D x 22 7⁄8” W x 14 ½” H 
Fits most widescreen monitors up to 24”  
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Secure
using supplied
locking clips.
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24” Min. Depth

6 ½”

6 ¾”

The Trolley™ EXL Retrofit Kits


